
Support:  877-563-0024

Step 1:  Getting Started
The BIKE GPS Tracking unit with internal cellular and GPS antenna.  Package also
contains zip ties, and connectors.

Step 2:  Wiring Description

BIKE GPS Tracking Installation Instructions

G P S T R A C K I N G

RED Constant +12VDC Power
BLACK Ground (chassis ground is preferred)
BLUE Ignition Sense Wire (+12VDC accessory) Optional 

Step 4:  Device Placement
The BIKE GPS Tracking device may be concealed under the seat or any other
location that is not obscuring the devices view with solid metal.  Be sure the 
beveled side of the device is facing up.  

BGT-C-S-1009

Tools required to perform the installation:
 •   Screwdriver
 •   Wire strippers and cutters
 •   Crimping tool
 •   Digital Volt Meter

Step 3:  Wiring Description
The RED wire will need to be connected to a constant 12v+ source.  Make sure you
use a Digital Volt Meter to find the constant 12v+ source. 

The BLACK wire will need to be connected to a solid ground.  Always use a bolt
directly connected to the chassis or battery to ensure a good ground.  Using smaller
bolts connected to secondary frames will result in occasional power loss.

Step 5:  Verify the Installation
Allow 5-10 minutes for the tracking device to power up and obtain its first GPS
signal and Cellular signal.  Login to your account and perform a locate command to
verify installation.  
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